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Rastavne sklopke Switch disconnectors CS 

              

                    

                                     

   

 

(1) vrijedi za mreže sa uzemljenim zvjezdištem, prenaponska kategorija III, stupanj zagaenja 3 / valid for neutral earthed systems, overvoltage category III, polution degree 3
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TIP SKLOPKE SWITCH TYPE
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(IEC 60947)

Nazivni izolacijski napon      

U  (III/3)imp

Nazivna termiþka struja
Rated thermal current

Nazivna kratkotrajna podnosiva struja
Rated short-time withstand current

Max. veliþina osiguraþa za
zaštitu od kratkog spoja        
Max. fuse size for short          
circuit protection                                                            

Nazivna pogonska struja
 Rated operational current

Motorska sklopka      

IEC/VDE/BS

Motor switch in         

Presjek vodiþa
Conductor size  

          r = jednožilni / rigid              
max. r/f 

Rated impulse withstand voltage        
Nazivni udarni podnosivi napon

UiRated insulation voltage         

Ith

Icw / 1 sec.

(IEC 60947)

In
10kA
25kA
50kA

Ie AC1/AC21A

220/240V
380/440V

500V
690Vza kateg. upotrebe      

utilization category       220/240V
380/440V

500V
690V

          f = višežilni / flexible               

3 faze
3 phase

AC3

IEC/VDE/BS
3 faze
3 phase

AC23

(1)

(2) (2) (2) (2)

(3)

(3)

(2) iznad 690V samo za kategoriju upotrebe AC20A / suitable for no load switching applications (AC20A) above 690V
(3) kabelski prikljuËak / cable lug

gG charac.
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V(IEC 60947)Nazivni izolacijski napon      

Nazivna termIËka struja
Rated thermal current

Nazivna pogonska struja
Rated operational current          

U iRated insulation voltage         

Ith (IEC 60947)

Ie

110V
220-240V
380-400V

A 1660-690V
AC15

AWG
1,5/1,5
14/14

mm2Presjek vodIIËa
Conductor size  

          r = jednožilni / rigid              
max. r/f           f = višežilni / flexible               

POMO∆I KONTAKTI AUXILIARY CONTACTS

UGRADNE VELI»INE MOUNTING SIZES                      
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RASTAVNE SKLOPKE serije CS SWITCH DISCONNECTORS series CS
Sklopke serije CS razvijene su prema najsuvremenijim principima i 
dostignuËima na podruËju sklopnih aparata uz upotrebu visoko- 
kvalitetnih materijala i kontakata od srebrnih legura. Modularna 
konstrukcija sklopke omoguÊava naknadnu dogradnju sklopke, što 
znatno utjeËe na sniženje troškova skladištenja.
Prigradnje koje se mogu priËvrstiti na osnovnu sklopku s lijeve i/ili 
desne strane:
• 4. pol (N-pol)
• pomoćni kontakti 1NO + 1NC
• pomoćni kontakti 2NO 
• stezaljka za uzemljenje 
• stezaljka za N vodiË
Zbog poveÊanih izolacijskih razmaka izmeu otvorenih kontakata,
sklopke CS serije su naroËito pogodne za korištenje kao glavne 
sklopke i sklopke za nužno isklapanje.
Sklopke serije CS udovoljavaju normama IEC 60947-1,-3,
IEC 60204, DIN EN 61058, UL 508, C22.2 No.14 itd.

Karakteristike:
• Tri ugradne (dimenzijske) veliËine:
 A0 veliËina (16-25-32-40 A) 
 A1 veliËina (40-63-80 A)
 A2 veliËina (100-125-160-200 A)
• Stupanj mehaniËke zaštite - prednji sklop IP65, prikljuËnice IP20 

(za sklopke CS40-200 izvedba sa zaštitnim poklopcem prikljuËnica)
• Pozitivno otvaranje kontakata (IEC 60947-5-1 Annex K) 
• Obuhvatne stezaljke su u otvorenom položaju tako da je olakšano 

ožiËenje sklopke.
• Montaža sklopke na DIN šinu ili pomoÊu vijaka
• Kod sklopki gdje se traži prednji sklop veÊi od standardnog, sklopke 

imaju oznaku H (npr. CS25H)

Switch disconnectors series CS have been developed to the 
latest achievements in the field of switching devices through the 
application of quality insulation materials and contacts made with 
silver alloys. Modular construction allows subsequent changes, so 
stocking costs can be lowered.
Elements that can be fixed to the left and/or right side of the switch:
• fourth pole (N-pole)
• auxiliary contacts 1NO + 1NC 
• auxiliary contacts 2NO
• PE terminal
• N terminal
Because of the larger opening clearances the switches series CS are 
particularly suitable for main switches (switch disconnectors) and 
safety switches (emergency-off switches).
Switches series CS are built in accordance with the following 
standards: IEC 60947-1,-3, IEC 60204, DIN EN 61058, UL 508, 
C22.2 No.14 etc.

General:
• Three modular frame sizes: 
 A0 size (16-25-32-40 A)
 A1 size (40-63-80 A)
 A2 size (100-125-160-200 A)
• Mechanical protection degree - front part IP65, connection 

terminals IP20 (for switches CS40-200 option with protection cover 
is required)

• Positive contacts opening (IEC 60947-5-1 Annex K)
• Loosely screwed "self-lifting" clamps offer easier connection
• DIN-rail or screw mounting
• At the switches where is front part bigger than standard size 

required, the switches are marked with H (e.g. CS25H)
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