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Product data - type GN12 
conventional enclosed thermal current (Ithe) : 16 A 
rating/utilization category (Ue Ie) : AC-3 
  380/400 V    9,5 A / 4 kW 
rated insulation voltage (Ui) : 690 Vac 
rated short-time withstand current (Icw) : 200 A - 1,0 s 
rated short-circuit making capacity (Icm) : 1200 A peak 
rated impulse withstand voltage (Uimp) : 6 kV: switch 
  4 kV: switch-disconnector 
   
Product data - type GN20 
conventional enclosed thermal current (Ithe) : 20 A 
rating/utilization category (Ue Ie) : AC-3 
  380/400 V    13 A / 5,5 kW 
rated insulation voltage (Ui) : 690 Vac 
rated short-time withstand current (Icw) : 250 A - 1,0 s 
rated short-circuit making capacity (Icm) : 1500 A peak 
rated impulse withstand voltage (Uimp) : 6 kV: switch 
  4 kV: switch-disconnector 
 
Product data - type GN25 
conventional enclosed thermal current (Ithe) : 25 A 
rating/utilization category (Ue Ie) : AC-3 
  380/400 V    17 A / 7,5 kW 
rated insulation voltage (Ui) : 690 Vac 
rated short-time withstand current (Icw) : 400 A - 1,0 s 
rated short-circuit making capacity (Icm) : 1700 A peak 
rated impulse withstand voltage (Uimp) : 6 kV: switch 
  4 kV: switch-disconnector 
   
Product data - type GN32 
conventional enclosed thermal current (Ithe) : 32 A 
rating/utilization category (Ue Ie) : AC-23A 
  380/400 V    32 A / 15 kW 
rated insulation voltage (Ui) : 690 Vac 
rated short-time withstand current (Icw) : 800 A - 1,0 s 
rated short-circuit making capacity (Icm) : 2500 A peak 
rated impulse withstand voltage (Uimp) : 6 kV: switch 
  4 kV: switch-disconnector 
 
Product data - type GN40 
conventional enclosed thermal current (Ithe) : 40 A 
rating/utilization category (Ue Ie) : AC-23A 
  380/400 V    37 A / 18,5 kW 
rated insulation voltage (Ui) : 690 Vac 
rated short-time withstand current (Icw) : 1000 A - 1,0 s 
rated short-circuit making capacity (Icm) : 1700 A peak 
rated impulse withstand voltage (Uimp) : 6 kV: switch 
  4 kV: switch-disconnector 
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Product data - type GN63 
conventional enclosed thermal current (Ithe) : 63 A 
rating/utilization category (Ue Ie) : AC-23A 
  380/400 V    60 A / 30 kW 
rated insulation voltage (Ui) : 690 Vac 
rated short-time withstand current (Icw) : 1200 A - 1,0 s 
rated short-circuit making capacity (Icm) : 1700 A peak 
rated impulse withstand voltage (Uimp) : 6 kV: switch 
  4 kV: switch-disconnector 
 
Product data - type GN125 
conventional enclosed thermal current (Ithe) : 125 A 
rating/utilization category (Ue Ie) : AC-23A 
  380/400 V    84 A / 45 kW 
rated insulation voltage (Ui) : 690 Vac 
rated short-time withstand current (Icw) : 2100 A - 1,0 s 
rated short-circuit making capacity (Icm) : 3000 A peak 
rated impulse withstand voltage (Uimp) : 8 kV: switch 
  6 kV: switch-disconnector 
 


